
See pages 42-46 for assembly instructions.

 
 
Metric Conversion
   Steel  “A” “B” 
   Packaged Dash Dash 
   Part Number  Size Size
   FCM2608  -06 M16 x 1.5
   FCM2609  -06 M18 x 1.5

Note: Used for Saginaw Power Steering Adapter (metric); also G.M. fuel 
injection conversion adapter for metric O-ring style porting

Inverted Flare
   Steel  “A” “B” 
   Packaged Dash Dash 
   Part Number  Size Size
   FCM2963  -06 1/2-20
   FCM2964  -06 5/8-18
   FCM2965  -06 11/16-18

 
 Reusable Steel  Reusable Steel Male 
 S.A.E. 37° (JIC/AN)  Inverted Flare S.A.E.

Hose Bulk   Thread  Bulk  Thread 
Size Part    Size  Part   Size 
 Number   Number
-06 FBM1386   9/16-18  FBM1382  5/8-18
-08 FBM1384   3/4-16  FBM1383  3/4-18
-10 FBM1338   7/8-14  —  —
-12 FBM1339  11/16-12  —  — 

 Reusable   Reusable Steel 
 Steel Swivel  Male Inverted Flare 
 S.A.E. 37° (JIC/AN)  S.A.E.

Hose Bulk   Thread  Bulk  Thread 
Size Part    Size  Part Number Size 
 Number
-06 FBM1302   9/16-18  FBM1363  5/8-18
-08 FBM1305   3/4-16  FBM1365  3/4-18
-10 FBM1307   7/8-14  —  —
-12 FBM1310   11/16-12 —  —

 
 Reusable   Reusable Steel
 Steel   Male Inverted Flare
 S.A.E. 37° (JIC/AN)  S.A.E.

Hose Bulk Thread  Bulk  Thread 
Size Part  Size  Part Number Size 
 Number
-06 FBM1389 9/16-18  FBM1392  5/8-18
-08 FBM1387 3/4-16  FBM1394  3/4-18
-10 FBM1374 7/8-14  —  —
-12 FBM1376 11/16-12  —  —

AQP® High Pressure Hose and Fittings
(Power Steering)

 
 
 
 
 
Hose   Maximum Minimum  Bulk 
Dash Hose Hose Operating Bend Vacuum Part 
Size I.D. O.D. Pressure Radius Service Number  Package Length Part Number
 INCHES INCHES PSI INCHES INCHES/HG  6 FEET 10 FEET 15 FEET 20 FEET
-06 .31  .67 2,250 4.00 28 FBG0600 FCG0606 FCG0610 FCG0615 FCG0620
-08 .41  .77 2,000 4.62 28 FBG0800 FCG0806 FCG0810 FCG0815 FCG0820
-10 .50  .92 1,750 5.50 28 FBG1000 FCG1006 FCG1010 FCG1015 FCG1020
-12 .62 1.08 1,500 6.50 28 FBG1200 FCG1206 FCG1210 FCG1215 FCG1220

Construction: AQP elastomer inner tube, polyester inner braid, single wire-braid reinforcement and blue polyester braid cover.
Temperature Range: Suitable for many applications between -55 °F to +300 °F (-49 °C to +150 °C), except air +250 °F (+121 °C).

AQP High Pressure Hose is ideal for power steering, hydraulics, air, fuel, 
and lubricating oil applications. It has a blue abrasion resistant fabric 
cover and an AQP synthetic rubber inner tube. It uses standard steel and 
brass reusable fittings.

Applications: Power steering lines, hydraulics, air, gasoline, fuel and 
lubricating oils, over-the-wall air tools and DOT-approved air brake.
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AQP® High Pressure Hose and Fittings
Abrasion resistant fabric cover for longer life.

HOSE SPECIFICATIONS

STRAIGHT FITTING

90° ELBOW FITTING HIGH PRESSURE ADAPTERS

45° ELBOW FITTING

ORDERING INFORMATION


