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BQ1005-6

MACHINES
ALL-IN-ONE CRIMP AND TEST UNIT

BQ1006-2

A combination crimp-and-test unit, the All-in-One Unit is 
very easy to use and has a compact design that will fit 
in any shop. Its process control features make it equally 
suitable for single prototypes or production runs.

VERSATILE CRIMPING SYSTEM

BQ1013A
BRAKE HOSE PRESSURE TESTER

The Versatile Crimping System (VCS) uses BrakeQuip’s proven 
8-finger crimp head combined with an air-over-hydraulic pump 
for a simple, quick, and reliable crimping system.

The Stand-Alone High-Speed Tester is an air-over-hydraulic 
brake hose pressure tester.

/ / / Machine instructions are in the machine manuals.
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BQ3980

Lubricant and test fluid

Use BQ3980 with the All-in-One 
Unit, BQ1005, and the Brake 
Hose Pressure Tester, BQ1013A.

BQ2001W

Constriction gauge

BQ2010

10 mm drill bit

This drill bit is designed to be 
used with lifesavers.

BQ2033

Angle gauge

BQ35

Calibration tool

BQ2696-R3

Hose assembly lubricant

EQUIPMENT AIDS
MEASUREMENT

MACHINE

FLUIDS
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BQ1029

Low profile

BQ1021A

Standard

BQ1026

Power steering

BQ1027

Standard on braided

REAR CRIMP-SETTING

BQ1014

Crimp-setting clip
BQ37

Crimp-setting spade

GENERAL CRIMP-SETTING

BQ2110

Low profile

BQ2091A

Power steering

BQ2002

Standard

BQ2008

Standard

CRIMP SETTING
FRONT CRIMP-SETTING

/ / / Crimp setting instructions are in the machine manuals.
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BQ23

Fitting support spade

BQ1022

Fitting test adapter

Use BQ1022 to test fittings 
before crimping.

TESTING

BQ1020R

Banjo blocking-off tool

The banjo blocking-off tool 
is designed to be used on 
banjo fittings with hole sizes 
between 3/8" and 12 mm.

/ / / Testing instructions are in the machine manuals.

TOOLS
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TESTING  CONTINUED

BQ206S
drill-point seat

BQ207 
inverted seat

BQ21
Use BQ21 for banjo fittings.

Cone shank

TEST CONES

Female swivel cones

BQ207H
inverted seat

with hole

BQ206HS
drill-point seat

with hole

BQ206

Universal cones

BQ206H

with hole

BQ208

Long-head cones

BQ208H

with hole

/ / / Test cone instructions are in the machine manuals.
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